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1.   Cut rails by laying bottom rail on 
       steps beside the posts.  Determine 
       where the end holes will be on each 
       end, place a spindle in those 
       holes.  Place top rail on these 2 
       spindles.  Holding rail against posts, 
       determine end spacing making sure 
       it is even between posts and 
       spindles.  Mark rails for cutting.  
       NOTE: Make sure rail is cut 1/8” 
       shorter to accommodate mounts.  
       Cut rails on desired angle. 
 
       Crossover Stair Railing - cut 
       bottom rail same as above.  For top 
       rail, make end spacing exactly 1” 
       longer on the end connecting to the 
       crossover post.  Cut rails on desired angle. 
 
2.   Assemble sections by placing bottom rail on a clean flat surface.  
       Using a rubber mallet, tap spindles into routed holes making sure 
       spindles are tapped all the way into rail.  Hold top rail at an angle 
       above spindles.  Starting at one end, feed first spindle into routed 
       hole and tap lightly. Feed remaining spindles into rail, tapping lightly 
       as you move to the other end making sure all spindles are against 
       top rib. 
 
3.   Rack section, then tap lightly across section to 
       make sure spindles are in place. 
 
4.   Attach 32°/36° stair mounts by placing closed end 
       mounts on rails of assembled section (one on top 
       rail; one on bottom rail at opposite ends).   
 
5.   Take section and position in between posts.  
       Bottom rail needs to be positioned so there is 
       approximately 1” clearance from the nose of the 
       step.  NOTE: A 1” spacer may be placed on the 
       nose of the step to reach the 1” clearance.   
 
6.   Mark posts where closed end mounts will be attached. 
 
7.   Remove section, take closed end mounts off of section and attach to 
       the posts with self-tapping screws (provided). 
 
8.   Slide open end mounts on rails (one on top rail; one on bottom rail at   
       opposite ends). 
 
9.   Place section into closed end mounts that are attached to post, 
       fasten open end mounts to posts.   
 
10. Snap covers on mounts. 
 
11. Attach flairs to all posts. 

Stair Railing 
NOTE: Swivel Stair Mounts must be unassembled to be installed properly. 
 
1.    Cut rails by laying bottom rail with approximately 1” 
       clearance from the nose of the steps beside the posts.  
       Determine where the end holes will be on each end and 
       place a spindle.  Place top rail on these 2 spindles.  Holding 
       rails against posts determine end spacing making sure end 
       spacing is even between post and spindles.  Hold swivel 
       stair mounts up against posts beside the rail to determine 
       where rails are to be cut to fit inside the swivel stair mounts.  
       NOTE: This will vary depending on angle of stairs.  Cut rails. 
 
2.    Crossover Rail ing  - cut bottom rail same as above.  For top 
       rail, place on 2 end spindles making sure spindles are plum 
       and crossover connector is set at proper angle.  Mark rail to 
       cut making sure it fits snug into the crossover connector.  
       NOTE: Crossover post and connector will first need installed 
       to determine what length rails will be cut.  Cut rails. 
 
3.    Attaching bottom swivel mounts by removing the set-screw 
       located on the inside of the swivel mount.  Unscrew set-
       screw, remove the retaining pin from the base.  Bottom 
       swivel mount base is to be positioned (keeping base of 
       mount centered and pin hole on one side) so the bottom rail 
       has approximately 1” clearance from the nose of the step.  
       NOTE: A 1” spacer may be placed on the nose of the step to 
       reach the 1” clearance. Fasten base to post with self-tapping 
       screws (provided).  Re-assemble mount with pin and set-
       screw.   
 
4.    Attaching top swivel mounts by removing the set-screw 
       located on the inside of the swivel mount.  Unscrew set-
       screw, remove the retaining pin on the base.  Measure up 
       323/4” (for 36” tall railing) or 383/4” (for 42” tall railing) from the 
       top of the bottom mount to the top of the top mount.  NOTE: 
       Keep base of mount centered and pin hole on one side.  
       Fasten base to post with self-tapping screws (provided).  Re-
       assemble mount with pin and set-screw. 
 
5.    Assemble sections by placing bottom rail on a clean flat 
       surface.  Using a rubber mallet tap spindles into routed holes 
       making sure spindles are tapped all the way into the rail.  
       Hold top rail at an angle above spindles.  NOTE: Top rail to 
       have opposite end spacing from bottom rail.  Starting at one 
       end, feed first spindle into routed hole and tap lightly.  Feed 
       remaining spindles into rail, tapping lightly as you move to 
       the other end making sure all spindles are against top rib.   
 
6.    Insert assembled sections into mount by lightly tapping with 
       a rubber mallet.  Secure sections with screws through top 
       mounts into top rails and on the sides of the bottom rail. 
 
7.    Snap covers on all mounts. 
 
8.    Attach flairs to all posts. 
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